
Impianto monoblocco per la deodorazione dell’aria
Monobloc plant for air deodorisation
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BIOFILTRI MONOBLOCCO AERNET PK
PER L’ABBATTIMENTO DEGLI ODORI

La linea di biofiltri Aernet PK è composta da impianti in 
versione monoblocco già assemblati in apposite strutture 
in cemento (PKC), in acciaio (PKA), in materiale plastico 
(PKP). Gli impianti sono completi di scrubber di prelavaggio, 
sistema di diffusione, materiale di biofiltrazione e relativi 
accessori. A richiesta può essere fornito anche il ventilatore 
di alimentazione aria.La realizzazione monoblocco con 
preassemblaggio offre grande praticità di installazione. Si 
devono predisporre soltanto le superfici di appoggio e 
realizzare le tubazioni di collegamento dell’aria e dell’acqua 
di servizio e di scarico.

FUNZIONAMENTO

L’aria da depurare viene condotta attraverso lo 
scrubber integrato di condizionamento e prelavaggio 
dove vengono create le giuste condizioni ambientali 
per lo sviluppo dei batteri.
L’aria viene poi distribuita attraverso un grigliato di 
diffusione su tutta la superficie del biofiltro e ripartita 
cosÏ allo strato filtrante di materiale BIOMAT che 
attraversa lentamente.

PK AERNET MONOBLOC BIOFILTERS FOR ELIMINATING BAD SMELLS

The line of Aernet PK biofilters consists of monobloc plants that are pre-assembled in cement (PKC), steel 
(PKA) or plastic (PKP) basins, complete with a washing scrubber, diffusion system, biofiltering material and 
relevant accessories. An air feed fan can also be supplied on request. The pre-assembled monobloc realisation 
offers great practical qualities in installation. Only the supporting surfaces and the air, water and drainage 
pipes need to be prepared.

OPERATION

The air to treat is piped through a conditioning and 
pre-washing scrubber where the right environmental 
conditions for the development of the bacteria are 
created. 
The air is then distributed through a diffusion grill 
under all of the surfaces of the biofilter and passes 
slowly through the BIOMAT filtering layer.

Durante il passaggio nello strato filtrante di materiale 
biologicamente attivo le sostanze maleodoranti 
vengono distrutte e danno origine a composti inodori 
come acqua e anidride carbonica.

In the biologically activated vegetable filtering
material the bad-smelling substances are destroyed, 
producing odourless elements such as water and 
carbon dioxide.

Modello
Model

Portata aria - Air flow (m3/h) Dimensioni - Dimensions (mm)

Length Width Height

PK C 5.0 3.250

4.080

5.600

7.200

8.600

8.600

8.600

8.600

2.300

2.300

4.600

6.900

9.200

2.000

2.000PK C 7.5

PK C 10

PK C 15

PK C 20

PK C 40

PK C 60

PK C 80

Media Max
Medium Max

400 500

500 750

750 1.000

1.000 1.500

1.500 2.000

2.000 4.000

4.000 6.000

6.000 8.000

Lunghezza Larghezza Altezza

2.300

2.300

2.300

2.000

2.000

2.000

2.000

2.000

2.000

Moduli
Modules
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1

1

1
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