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I BLUE LAMELLA PLUS

BLUE LAMELLA PLUS HOW IT WORKS

The BLUE LAMELLA PLUS system is designed to produce Once in the system, the water passes through the following
safe drinking water from fresh water sources with high treatment stages: chemical dosing, slow sedimentation in a lamella
turbidity, up to 500 NTU (Nephelometric Turbidity Units). settler followed by sand filtration. The system includes filter

backwashing and is equipped with a sludge dewatering unit with

The treatment plant includes a raw water intake system drainage bags

capable of drawing from the source specified such as river

lake, shallow well, borehole, tanks including rain water The standard BLUE LAMELLA PLUS plants produce 10, 40 and
reservoirs. From this source the BLUE LAMELLA PLUS 100 m3/hr but combinations and other sizes are available.

plants can produce up to 100 m¥hr each (note: modularity

means higher yields are always possible) of drinking water Drinking Water to storage tank

.

meeting WHO guidelines.

The BLUE LAMELLA PLUS is ideal for use in regions —1—1
where rainy seasons bring a lot of water that collects in Waner from l Lomella l"“
rivers, lakes and dams along with soil and mud which :

causes the high turbidity. T\\\\\ /////\_

The BLUE LAMELLA PLUS systems deliberately employ [
technologies that allow us to significantly reduce their Listing
physical footprint whilst optimizing performance.

| Flocalans | | Cll i Post »

Sand Sand
Falrer Filver

]
—
€ )
_®

p—
L] LT 1)
] T 1 i
Lot Lol
e
e

1/2
EMWG S.r.l. - IDRO GROUP
T: +39 0376 1813460 Sede legale: Sede commerciale: P.IVA IT03185190968 - C.F. 03185190968
F: +39 0376 1813462 Via Comina, 39 Via Parigi, 38 ISO 9001:2008 Certificato n. 157951A
E: info@emwg.it 20038 Seregno (MB) 46047 Porto Mantovano (MN) ISO 14001:2004 Certificato n. 392019

W: www.emwg.it Italia Italia OHSAS 18001:2007 Certificato n. 392019



®
EMWG ”I"O wWww.emwdg.it
GROUP=<
COMPACT DRINKING WATER PLANTS

BLUE LAMELLA PLUS

TECHNICAL DATA

TECHNICAL DATA BLUE LAMELLA PLUS

BLP-10 BLP-40 BLP-100
Raw (feed) water Turbid fresh water
Drinking water flow rate (depending on raw water quality) 10 m3/hr | 40 m3/hr ‘ 100 m3/hr
Ambient working temperature 5°C~50°C
Required power 10 kW 400V 50Hz 18 kW 400V 50Hz 24 kW 400V 50Hz
Dimensions 1x 20’ cntr 2x 20’ cntrs 2x 40’ cntrs

SPARE PARTS & ACCESSORIES v Available
DESCRIPTION BLP-10 BLP -40 BLP-100

Spare parts and consumables kits (1, 2 or 3+ year's supply) v v v
Floatation device for raw water intake pump 4 v v
Raw and treated water storage tanks (various types) v 4 v
Photovoltaic system 4 Let's see Let's see
Training on-site or in EMWG facilities v v v
User and O&M manuals in languages other than v v v
English/Italian

EMWG produces a wide range of water treatment plants which can be tailored to your needs.
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