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BLUE ULTRA MINI

THE BLUE ULTRA MINI UNIT

EMWG’'s BLUE ULTRA MINI is a compact mobile drinking
water treatment unit ideal for use in a wide range of
environments.

BLUE ULTRA MINI treats fresh water sources such as rivers,
lakes, rain water and well water.

The unit will produce safe drinking water, free of physical and
bacteriological contamination, but it does not affect the mineral
essential for health. In case of water very rich in SS contents,
BLUE ULTRA MINI could be needed to add Idro Group pre
filtration module.

The BLUE ULTRA MINI unit makes it ideal for emergency
intervention such as may be needed following natural disasters
or in camps for displaced people

Operation:
— The unit might be equipped by fuel generator.

— The unit might be equipped with a battery and solar
panels to work anywhere, anytime. These features make
the unit ideal for remote or hard-to-get-to locations;

— Idro Group supplies all units with all fixtures and fittings,
accessories required for immediate start-up.

HOW IT WORKS

The BLUE ULTRA MINI drinking water treatment unit operates
without chemicals.

Following inlet pump suction, the feed water is treated by
stages of filters including ultra filtration the removal of solid
particles.

Following filtration, the water is sterilized by ultraviolet (UV)
radiation with no chemicals substances pouring. UV treatment
doesn’t change water chemistry.

The BLUE ULTRA MINI unit is user friendly and has eliminated
chemical use  without compromising  performance.

Rapid response:

- The water treatment unit and all accessories are packed
together ready for immediate road, air &/or sea
transport;

— BLUE ULTRA MINI units are delivered “ready to start”;

- Once on the ground components can be easily
disconnected for easy handling by one or two people;

- Accessories are located in a box, which it can be put on
the skid or transported by hand.

Italy - Via Comina 39, 20831 Seregno (MB)
Tel. +390362 2751.1 Fax+39 0362 2751.511 info@idro.net
www.idrogroup.net




e

.

SOLAR ENERGY (OPTIONAL)

EMWG not only purifies, unclean, polluted and/or
contaminated water but also continues to research and
develop environmentally sound technologies and practices to
complement their range of products and services. These
include the use of renewable energy, energy recovery systems
and water recovery, reuse and recycling.

The BLUE ULTRA MINI drinking water treatment unit can
operate autonomously with energy collected by its own solar
panels. In addition the unit can include a battery for energy
storage.
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INSTALLATION & OPERATION

The BLUE ULTRA MINI is supplied ready to use. The unit
simply has to be transported to the water source, because it is
complete of two wheels for easy handling, or on the back of a
pick-up truck for example.

Treated water is available immediately of the BLUE ULTRA
MINI unit or it can be sent to a storage tank. If the water is to
be stored then prolonged disinfection through chlorination
should be considered and for this purpose Idro Group can
supply an onsite chlorine generator (optional).

DATI TECNICI BLUE ULTRA MINI

Raw (feed) water

Fresh water

Drinking water flow rate (depending on the quality of the raw water) 200 I/hr | 600 I/hr | 1000 I/hr
Ambient working temperature 5°C ~50°C

Water temperature 5°C ~ 25°C

Approx skid dimensions (mm) 550 x 550 x H: 800 550 x 800 x H: 800 800 x 850 x H: 800
Installed power (kW) 00.75 01 01.2

SPARE PARTS & ACCESSORIES

v Available

DESCRIPTION BLUE ULTRA MINI

Spare parts and consumables kits (1, 2 or 3+ year's supply)

Chemicals, cleaning and conservation products (kits)

Not reqwred

Onsite chlorine generator

v

Power generator

Photovoltaic system

Raw and treated water storage tanks (various types)

Training on-site or in Idro Group facilities

User and O&M manuals in languages other than English/Italian
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Idro Group produces a wide range of water treatment plants which can be tailored to your needs.
This data sheet is the property of Idro Group S.a.r.l. and information herein cannot be copied or reproduced without the written
consent from Idro Group. Idro Group reserves the right to modify product specifications and this data sheet without notice.
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